mas: mirrors

SPECS & REQUIREMENTS

ACCEPTABLE MATERIALS
« Digital Files — Macintosh format with all necessary fonts included with le, or
PC format with all text converted to curves — no fonts necessary
« Quark Xpress, Photoshop, lllustrator, or high resolution PDF les are acceptable.
*  Minimum Resolution for images: 125 dpi.

*Please check all supplied les prior to sending them, MaxMirrors is not liable for any color or
COpy errors.

Size:
Bleed: 20.204" x 24.15"
Trim: 19.675” x 23.65"
Live area: 18.639” x 22.58”
Ink:

All images must be saved as RGB format, Ti without LZW or any other compression.
PMS color welcome, this is the easiest way to guarantee color is accurate.

*Make a note of PMS colors on supplied hardcopy that is sent with color critical jobs.

ACCEPTABLE DIGITAL PROOFS
« Please send a color printout of the desired graphic, color copies are su cient if you like
the way the colors look.
« Matchprints and all other commercially available proofs are acceptable, but these images
will be backlit so colors will change slightly due to the nature of the product.

CONTACT & SHIPPING INFO
Please send all materials to:

Max Custom Media

32 West 39th Street, 8th Floor
New York, NY 10018

Attn: Art Production Department

For questions please feel free to call the Art Production Department at 212.575.2800 x126

ANY DEVIATION FROM THESE SPECIFICATIONS WILL RESULT IN ADDITIONAL CHARGES
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